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§122.606

float and buoyant apparatus. This
number must:

(1) Be the number of persons the de-
vice is equipped for; and

(2) Not be greater than the number of
persons the device is approved for as
shown on the nameplate.

(f) The number and identification of
the items stowed inside, and their
sizes, must be marked in clearly legible
letters and numbers on each container
for life jackets and immersion suits.
Identification of the items may be in
words, or the appropriate symbols in
International Maritime Organization
(IMO) Resolution A.760(18), ‘‘Symbols
Related to Life-Saving Appliances and
Arrangements.” Letters and numbers
must be at least 50 millimeters (2
inches) high. Symbols must be at least
100 millimeters (4 inches) square.

(g) The name of the vessel must be
marked or painted in clearly legible
letters on each life float paddle.

(h) Each life jacket must be marked
with Type I retroreflective material
approved in accordance with §164.018 in
subchapter Q of this chapter, or other
standard specified by the Commandant.
The arrangement of the retroreflective
material applied after March 11, 1996
must be as specified by IMO Resolution
A.658(16), ‘‘Use and Fitting of Retro-Re-
flective Materials on Life-Saving Ap-
pliances.”

(i) Bach rescue boat and ring life
buoy must be marked with Type II
retroreflective material approved in
accordance with §164.018 in subchapter
Q of this chapter, or other standard
specified by the Commandant. The ar-
rangement of the retroreflective mate-
rial applied after March 11, 1996, must
be as specified by IMO Resolution
A.658(16).

[CGD 85-080, 61 FR 935, Jan. 10, 1996; 61 FR
20556, May 7, 1996, as amended at 62 FR 51353,
Sept. 30, 1997; 62 FR 64306, Dec. 5, 1997]

§122.606 Escape hatches and emer-
gency exits.

All escape hatches and other emer-
gency exits used as means of escape
must be marked on both sides in clear-
ly legible letters at least 50 millime-
ters (2 inches) high: “EMERGENCY
EXIT, KEEP CLEAR”, unless such
markings are deemed unnecessary by
the cognizant OCMI.
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§122.608 Fuel shutoff valves.

Remote fuel shutoff stations must be
marked in clearly legible letters at
least 256 millimeters (1 inch) high indi-
cating purpose of the valve and direc-
tion of operations.

§122.610 Watertight doors and water-
tight hatches.

Watertight doors and watertight
hatches must be marked on both sides
in clearly legible letters at least 25
millimeters (1 inch) high: “WATER-
TIGHT DOOR—KEEP CLOSED” or
“WATERTIGHT HATCH—KEEP
CLOSED”, unless such markings are
deemed unnecessary by the cognizant
OCMI.

[CGD 85-080, 61 FR 935, Jan. 10, 1996, as
amended by CGD 97-057, 62 FR 51047, Sept. 30,
1997]

§122.612 Fire protection equipment.

(a) Complete but simple instructions
for the operation of a fixed gas fire ex-
tinguishing system must be located in
a conspicuous place at or near each
pull box and stop valve control and in
the space where the extinguishing
agent cylinders are stored. If the stor-
age cylinders are separate from the
protected space, the instructions must
also include a schematic diagram of
the system and instructions detailing
alternate methods of releasing the ex-
tinguishing agent should the local
manual release or stop valve controls
fail to operate. Each control valve to a
distribution line must be marked to in-
dicate the space served.

(b) An alarm for a fixed gas fire ex-
tinguishing system must be clearly and
conspicuously marked “WHEN ALARM
SOUNDS—VACATE AT ONCE. CAR-
BON DIOXIDE BEING RELEASED.”
Where a different extinguishing agent
is installed, that agent shall be marked
in place of ‘‘carbon dioxide.”

(c) BEach distribution line valve of a
fixed gas fire extinguishing system and
the fire main, must be plainly, con-
spicuously, and permanently marked
indicating the space served.

(d) A manual fire alarm box must be
conspicuously marked in clearly leg-
ible letters “IN CASE OF FIRE BREAK
GLASS”.
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